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TIMerS SeLeCTOr CHArT

CR oscillation counting timer

Power ON-delay

For time ranges selection

A multitimer is provided with the front 
operation slide switch by using the 
special C-MOSIC inside pulse 
oscillation counting method.

Timed-out 2 Form C

100 to 120 V AC, 200 to 240 V AC
12 V DC, 24 V DC,

48 V DC, 100 to 110 V DC
(other models)

Terminal block, socket, cap, mounting 
frame, protective cover

0.5%
5%

0.5%
10%

100 ms

5  107

2  105

UL/CSA, LLOYD

250 V AC

7A

0.05s

1.0s

0.5s

10s

3s

1min

30s

10min

0.15s

3s
1.5s

30s

9s

3min

1.5
min

30min

3s
4 time ranges
selectable

1min

30s

10min

3min

1h

30min

10h

9s

3min

1.5min

30min

9min

3h
1.5h

30h

Operation mode

Time range

Each model has 
various time ranges. 
See the product lists 
before ordering.

Major uses

Features

Control 
output 

(resistive)

Current

Voltage

Mounting method

Mounting parts

Rated operating voltage

Arrangement

Time 
accuracy

Operation time fluctuation
Temperature error

Voltage error
Setting error

Min. power off time

Life (Min. 
operation)

Mechanical
Electrical (resistive)

Wiring diagrams

Available standards

1000h
100h

10h
30h

1h
30m
10m

10s

1s
5s

2m
1m
30s

5m

0.01s

7A

5A

3A

0.1s

CR oscillation counting timer

Pulse ON-delay
Pulse Flicker

Pulse ON-flicker
Signal OFF-delay
Pulse One-shot
Pulse One-cycle

(with instantaneous contact)

For self holding circuit

250 V AC

16 time ranges are selectable.
1s to 500h (Max. range) is controlled 
in one unit.
6 operation modes (with 
instantaneous contact) available.

Timed-out 1 Form C
Instantaneous 1 Form C

24 to 240V AC/DC

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

0.3%
2%

0.5%
10%

100 ms

2  107

105

UL/C-UL

5A

0.1s

16 time
ranges
selectable

500h

CR oscillation counting timer

Pulse ON-delay
Pulse Flicker

Pulse ON-Flicker
Signal OFF-delay
Pulse One-shot
Pulse One-cycle

Power ON-delay

For time control for short
or long time

For time control for short
or long time

250 V AC 250 V AC

16 time ranges are selectable.
1s to 500h (Max. range) is controlled.
6 operation modes available.

16 time ranges are selectable.
1s to 500h (Max. range) is controlled 
in one unit.

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

24 to 240V AC/DC

Timed-out 
2 Form C

Timed-out 
2 Form C

24 to 240V AC/DC

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

0.3% 0.3%
2% 2%

0.5% 0.5%
10% 10%

100 ms 100 ms

2  107

105

2  107

105

UL/C-UL UL/C-UL

5A

0.1s

16 time
ranges
selectable

500h

5A

CR oscillation counting timer
Output with contact

Power ON-delay
Power flicker

Power One-shot
Power One-cycle

For highly accurate time setting

With a large transparent dial.
This timer can be attached both on 
the DIN rails and panel.

Terminal block, cap block, mounting 
frame, fitting sockets, protective cover

100 to 120 V AC, 200 to 220 V AC,
12 V DC, 24 V DC,

48 V DC, 100 to 110 V DC
(other models)

Timed-out 2 Form C
Timed-out 4 Form C

1%
5%
1%
10%

100 ms
107

2  105

UL/CSA, CE, LLOYD

250 V AC

7A

2 Form C
type

5A

4 Form C
type

0.05s

0.5s

0.1s

1s

0.1s

3s

0.2s

5s

0.5s

10s

1s

30s

3s

60s

0.1min

3min

0.5min

10min

1min

30min

3min

60min

0.1h

3h

NO

2 7
1

COM
8

COM

4
NO 3

NC

6
5

NC

( ) ( )Operating
voltage

Timed-out 2 Form C type

Timed-out 4 Form C type

12

Operating
voltage

14

8

4

9
13

5

1

Operating
voltage

12

8

4

11

7

3

10

6

2

14
9
13

5

1

PMH Timer

Model/Product Name

PM5S-M
Multi-range analog timer

PM5S-A
Multi-range analog timer

PM5S-S
Multi-range analog timerS1DX Timer

CR oscillation counting timer

Power ON-delay

For time ranges selection

A multitimer is provided with the front 
operation slide switch by using the 
special C-MOSIC inside pulse 
oscillation counting method.

Timed-out 2 Form C

100 to 120 V AC, 200 to 240 V AC
12 V DC, 24 V DC,

48 V DC, 100 to 110 V DC
(other models)

Terminal block, socket, cap, mounting 
frame, protective cover

0.5%
5%

0.5%
10%

100 ms

5  107

2  105

UL/CSA, LLOYD

250 V AC

7A

0.05s

1.0s

0.5s

10s

3s

1min

30s

10min

0.15s

3s
1.5s

30s

9s

3min

1.5
min

30min

3s
4 time ranges
selectable

1min

30s

10min

3min

1h

30min

10h

9s

3min

1.5min

30min

9min

3h
1.5h

30h

Operation mode

Time range

Each model has 
various time ranges. 
See the product lists 
before ordering.

Major uses

Features

Control 
output 

(resistive)

Current

Voltage

Mounting method

Mounting parts

Rated operating voltage

Arrangement

Time 
accuracy

Operation time fluctuation
Temperature error

Voltage error
Setting error

Min. power off time

Life (Min. 
operation)

Mechanical
Electrical (resistive)

Wiring diagrams

Available standards

1000h
100h

10h
30h

1h
30m
10m

10s

1s
5s

2m
1m
30s

5m

0.01s

7A

5A

3A

0.1s

CR oscillation counting timer

Pulse ON-delay
Pulse Flicker

Pulse ON-flicker
Signal OFF-delay
Pulse One-shot
Pulse One-cycle

(with instantaneous contact)

For self holding circuit

250 V AC

16 time ranges are selectable.
1s to 500h (Max. range) is controlled 
in one unit.
6 operation modes (with 
instantaneous contact) available.

Timed-out 1 Form C
Instantaneous 1 Form C

24 to 240V AC/DC

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

0.3%
2%

0.5%
10%

100 ms

2  107

105

UL/C-UL

5A

0.1s

16 time
ranges
selectable

500h

CR oscillation counting timer

Pulse ON-delay
Pulse Flicker

Pulse ON-Flicker
Signal OFF-delay
Pulse One-shot
Pulse One-cycle

Power ON-delay

For time control for short
or long time

For time control for short
or long time

250 V AC 250 V AC

16 time ranges are selectable.
1s to 500h (Max. range) is controlled.
6 operation modes available.

16 time ranges are selectable.
1s to 500h (Max. range) is controlled 
in one unit.

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

24 to 240V AC/DC

Timed-out 
2 Form C

Timed-out 
2 Form C

24 to 240V AC/DC

Terminal block, cap, panel cover, 
rubber gasket, mounting frame

0.3% 0.3%
2% 2%

0.5% 0.5%
10% 10%

100 ms 100 ms

2  107

105

2  107

105

UL/C-UL UL/C-UL

5A

0.1s

16 time
ranges
selectable

500h

5A

CR oscillation counting timer
Output with contact

Power ON-delay
Power flicker

Power One-shot
Power One-cycle

For highly accurate time setting

With a large transparent dial.
This timer can be attached both on 
the DIN rails and panel.

Terminal block, cap block, mounting 
frame, fitting sockets, protective cover

100 to 120 V AC, 200 to 220 V AC,
12 V DC, 24 V DC,

48 V DC, 100 to 110 V DC
(other models)

Timed-out 2 Form C
Timed-out 4 Form C

1%
5%
1%
10%

100 ms
107

2  105

UL/CSA, CE, LLOYD

250 V AC

7A

2 Form C
type

5A

4 Form C
type

0.05s

0.5s

0.1s

1s

0.1s

3s

0.2s

5s

0.5s

10s

1s

30s

3s

60s

0.1min

3min

0.5min

10min

1min

30min

3min

60min

0.1h

3h

NO

2 7
1

COM
8

COM

4
NO 3

NC

6
5

NC

( ) ( )Operating
voltage

Timed-out 2 Form C type

Timed-out 4 Form C type

12

Operating
voltage
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8

4

9
13

5

1

Operating
voltage
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PMH Timer

Model/Product Name

PM5S-M
Multi-range analog timer

PM5S-A
Multi-range analog timer

PM5S-S
Multi-range analog timerS1DX Timer
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